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ENGENGINSTRUCTIONS FOR USE

1 Symbols
1.11.1 Description of symbols usedDescription of symbols used

SSymym DescriptionDescription SSymym DescriptionDescription

CE Marking with number of the notiÿed
body.

General symbol for recovery/
recyclable.

OFF (power).
Separate collection of electric and
electronic equipment.

ON (power). Manufacturer.

Fuse. Lamp; lighting; illumination.

Alternating current. Sound alerts.

CAUTION! hazard that could result in
light or moderate injury or damage to
the device if the safety instructions are
not correctly followed.

Warning: in accordance with federal
law (USA), this device is only available
for sale upon recommendation by an
accredited practitioner.

WARNING! hazard that could result in
serious injury or damage to the device
if the safety instructions are not
correctly followed.

CSA marking Ð Complies with U.S and
Canadian standards.

Refer to instruction manual/booklet (
https://dental .bienair.com/fr_ch/
support/download-center/ ).

Serial number.

Refer to instruction manual/booklet
(https://dental .bienair.com/fr_ch/
support/download-center/).

Catalogue number.

Medical Device.
Authorized EC Representative in the
European Community.

Keep away from rain. Variability in steps.

Data Matrix code for product
information including UDI (Unique
Device Identiÿcation).

Protective earth (ground).

Temperature limitation. Equipotency.

Atmospheric pressure limitation. Humidity limitation.
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1.21.2 Description of symbols fDescription of symbols for iChiror iChiropropro and iChiro and iChiropropro Suro Surgerygery
acacccessoriesessories

SSymym DescriptionDescription SSymym DescriptionDescription

CE Marking with number of the notiÿed
body.

Thermo washer disinfectable.

Expiration date.
General symbol for recovery/
recyclable.

Do not reuse.
Separate collection of electric and
electronic equipment.

Sterilized with Ethylene Oxyde.
Sterilizable in autoclave up to the
speciÿc temperature.

Electrical safety. Applied part type B. Manufacturer.

Catalogue number. Serial number.

Does not contain DEHP. Batch code.

Do not use if package is damaged.

CAUTION! hazard that could result in
light or moderate injury or damage to
the device if the safety instructions
are not correctly followed (on the foot
control label).
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2 Identiÿcation & intended use
2.12.1 IdentiÿcIdentiÿcationation
The ICHIROPRO are tabletop devices allowing to
drive a dental micromotor by using a foot control,
under the guidance of an iPad as display,
connected to the main console via a docking
station. The system includes the iChiropro
console, with the foot control and the peristaltic
pump, and the associated software application
running on the iPad. The peristaltic pump inside
the console conveys the physiological liquid to the
surgical site via a disposable sterile irrigation line,
preventing liquid contamination. The software
application allows to control the operation
settings, such as the handpiece gear ratio, bur
speed, torque value, irrigation þow, and motor
light intensity, which are all shown on the iPad
screen.

2.22.2 Intended useIntended use
iChiropro device is intended to be used in dental
oüces and hospitals for dental implantology and
oral surgery. The consoles are designed to
operate a speciÿc dental micromotor that drives
dental handpieces ÿtted with appropriate tools to
cut hard and soft tissues in the mouth and to
screw dental implants.

2.32.3 Intended patientIntended patient
populationpopulation
The intended patient population of the iChiropro
includes any person visiting a dental practitionersÕ
oüce to r eceive treatment in line with the
intended medical condition. There is no restriction
concerning subject age, race, or culture. The
intended user is responsible to select the
adequate device for the patient according to the
speciÿc clinical application.

2.42.4 Intended UserIntended User
Product intended for professional use only. Used
by dentists, dental professionals and oral
surgeons.

2.52.5 User enUser envirvironmentonment
Professional healthcare facility environment.

2.62.6 Intended medicIntended medicalal
cconditionsonditions

¥ Dental implantology is the treatment to
replace one or more missing teeth.

¥ The main oral surgery treatments include:
� impacted teeth extraction
� wisdom teeth extraction
� non salvageable decayed teeth

extraction
� guided and not-guided bone

regeneration
� apicoectomy
� osteotomy
� sequestrectomy
� hemisection

2.72.7 PPatient catient controntra-indica-indicationsations
and wand warningsarnings
No speciÿc patient contra- indication, side eýect
nor warning exist for the device when it is used as
intended.

2.82.8 In cIn case of acase of accidentscidents
If an accident occurs, the device must not be used
until repairs have been completed by a qualiÿed,
authorized and trained technician in a repair
center. If any serious incident occurs in relation to
the device, report it to a competent authority of
your country, as well as the manufacturer through
your regional distributor. Observe relevant
national regulations for detailed procedures.

WARNING
Any use other than that for which this device is
intended is prohibited and may be dangerous.
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3 User and patient safety: Warnings &
Precautions of use

WARNING
The device must be used by qualiÿed dental
professionals in compliance with the current legal
provisions concerning occupational safety, health
and accident prevention measures, and these
instructions for use. In accordance with such
requirements, the operators:

¥ Must only use devices that are in perfect
working order; in the event of irregular
functioning, coolant failure, excessive
vibration, abnormal heating, unusual noise or
other signs that may indicate malfunction of
the device, the work must be stopped
immediately; in this case, contact a repair
center that is approved by Bien-Air Dental SA
and have the service personnel carry out
repair work.

¥ Must ensure that the device is used only for
the purpose for which it is intended, must
protect themselves, their patients and third
parties from any danger.

¥ Any modiÿcation of the medical device is
strictl y forbidden.

To prevent any risk of electric shock, the
warnings below must be observed:

WARNING
¥ The iCHIROPRO must be connected only to a

supply main with a protective earth.
¥ Always ensure that there is no water under

the unit before switching it on.
¥ All connectors must be dry before use.

Ensure the absence of residual moisture due
to cleaning.

¥ Never simultaneously touch the patient and
the electrical connection of the unit. The
system must never be touched by the
patient.

¥ Never attempt to open the device while it is
connected to the electrical mains.

¥ The power plug must be always easily
accessible as it may be used for
disconnection in case of problems.

To prevent any risk of explosion, the
warnings below must be observed:

WARNING
According to IEC 60601-1:2005+A12012/AnnexG,
electriÿed devices (motors, control units, couplers
and attachments), can be safely used in a medical
environment in which potentially explosive or
þammable mixtures of anaesthetic substances
are delivered to the patient only if:

¥ The distance between the motor and the
anaesthetic breathing circuit exceeds 25 cm.

¥ The motor is not used simultaneously to the
administration of the anaesthetic substances
to the patient.

To prevent any risk of bone overheating,
the warnings below must be observed:

WARNING
¥ If the irrigation pump is used and regulated

by the iCHIROPRO, verify that the pump is
working properly before starting the
treatment as well as during the treatment.
The iCHIROPRO has neither been conceived
for controlling the working status of the
pump nor for detecting possible failures of
the pump.

¥ There is no detection of empty physiological
liquid þask. Always check the content of the
þask before operating.

¥ Never run the pump without the irrigation
line being securely fastened.

To prevent any risk of infection, the
warnings below must be observed:

WARNING
¥ To avoid any risk of contamination, only

control the device via the foot control during
surgical procedures. Never touch the device
during a clinical operation.

¥ Always replace the irrigation line after an
operation as they are single use only.

¥ The cleaning procedure deÿned in ¤10 must
be followed.

¥ Always refer to the accessories IFU for
dedicated maintenance procedure.

¥ Always ensure that the irrigation line
package is intact before use.
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To prevent any risk of injury and/or
material damage the cautions below
must be observed:

CAUTION
¥ Never connect a handpiece on a running

micromotor.
¥ Always check that the lid is not opened when

running the irrigation pump.
¥ Beware of the risk of pinching when closing

the irrigation valve.
¥ Always use Bien-Air Dental SA accessories

or those recommended by Bien-Air Dental
SA.

¥ Do not handle the iPad outside the touch
screen during clinical procedures.

To prevent any risk of injury (damage to
bone, teeth, tissue) the cautions below
must be observed:

CAUTION
¥ The predeÿned settings contained in the

iChiropro are indicative only. Bien-Air Dental
SA cannot be held liable for them.

¥ The predeÿned torque and speed values are
only intended as a guide. The drill values
used must be adapted according to the
implant manufacturer instructions. Always
refer to the implant manufacturer
speciÿcations to set up the console settings.

¥ Always verify that the conÿgured parameters
correspond to your medical application. The
predeÿned parameters may be subject to
modiÿcation without notice.

To prevent any risk of adverse tissue
reaction, the caution below must be
observed:

CAUTION
¥ If the irrigation pump is used, only use

biocompatible irrigation line recommended
by the manufacturer and refer to the
recommendation of the pump manufacturer.

To prevent any risk of motor overheating,
the cautions below must be observed:

CAUTION
¥ Always ensure that both the cable and the

motor are in good condition.
¥ Ensure that the micromotor hose is not bent.
¥ Do not use iChiropro outside the range of

operating temperature.

To prevent any wireless connection loss,
the cautions below must be observed:

CAUTION
¥ Ensure that there are no obstructions, such

as clutter, furniture, or other items, between
the foot control and the console. The foot
control and the console must always be in
the same room.

¥ The foot control emits a red signal when the
battery is low. In this case, it is
recommended to complete the ongoing
operation and change the batteries before
starting a new operation.
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4 Electromagnetic Compatibility
To avoid any risk of electromagnetic interference that could aýect active implantable
medical devices, and sustainable life devices, the warning below must be observed:

WARNING
¥ The device must not be placed in the vicinity (30cm) of other sustainable life devices.
¥ Dental professionals need to be aware of potential electromagnetic interference between

electronic dental devices and active implantable medical devices and should always inquire about
any devices implanted in the patient.

¥ Use of this equipment adjacent to or stacked with other equipment should be avoided because it
could result in improper operation. If such use is necessary, this equipment and the other
equipment should be observed to verify that they are operating normally.

¥ The device is not intended to be used in the vicinity of High Frequency surgical equipment.

To avoid any risk of electromagnetic interference that could aýect the performance of
the device the warnings below must be observed:

WARNING
¥ Since compliance with the international standard IEC 60601-1-2 does not guarantee immunity

against 5G worldwide (due to the diýerent frequency bands used locally), avoid the presence of
devices equipped with 5G broadband cellular networks in the clinical environment or ensure that
the network functionality of these devices is disabled during the clinical procedure.

¥ Radio transmitting equipment, cellular phones, etc., should not be used in the immediate vicinity of
the device, since this could aýect its operation. Special precautions should be taken when using
strong emission sources such as high-frequency surgical equipment and other similar devices, to
ensure that HF cables are not routed above or near the device. If in doubt, please contact a
qualiÿed technician or Bien-Air.

¥ Portable RF communications equipment (including peripherals such as antenna cables and
external antennas) should be used no closer than 30 cm (12 inches) to any part of the device,
including cables speciÿed by the manufacturer. Otherwise, degradation of the performance of this
equipment could result.

¥ The use of accessories, transducers and cables other than those speciÿed, with the exception of
transducers and cables sold by Bien-Air, may result in increased emissions or decreased
immunity.
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4.14.1 ElectrElectromagnetic comagnetic compatibility Ð emissions & immunityompatibility Ð emissions & immunity

Guidance and manufacturerÕs declaration Ð Electromagnetic emissions

The iChiropro is intended for use in the electromagnetic environment speciÿed below. The customer
or the user of the iChiropro and iChiropro Surgery must ensure that it is actually used in such an
environment.

Emissions testEmissions test ComplianceCompliance
ElectrElectromagnetic enomagnetic envirvironment -onment -
guidanceguidance

RF emissions
CISPR11

Group 1 The iChiropro and iChiropro Surgery uses
RF energy for its internal operation only.
Therefore, its RF emissions are very low
and are not likely to cause any interference
in nearby electronic equipment.

RF emissions
CISPR11

Class B The iChiropro and iChiropro Surgery is
suitable for use in any building, including
residential buildings and those directly
connected to the public low-voltage power
supply network that supplies buildings used
for residential purposes.

Harmonic emissions
IEC 61000-3-2

Not applicable

Emissions due to voltage
þuctuations (þicker) IEC
61000-3-3

Not applicable
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Guidance and manufacturerÕs declaration Ð Electromagnetic immunity

The iChiropro is intended for use in the electromagnetic environment speciÿed below. The customer or
the user of the iChiropro must ensure that it is actually used in such an environment.

Immunity testImmunity test
IEC 60601 testIEC 60601 test
levlevelel

Compliance levCompliance levelel
ElectrElectromagnetic enomagnetic envirvironmentonment
- guidance- guidance

Electrostatic discharge
(ESD)
IEC 61000-4-2

±8 kV contact
±2 kV air
±4 kV air
±8 kV air
±15 kV air

±8 kV contact
±2 kV air
±4 kV air
±8 kV air
±15 kV air

Floors should be wood, concrete
or ceramic tile. If þoors are
covered with synthetic material,
the relative humidity should be
at least 30%.

Electrical fast transient/burst
IEC 61000-4-4

±2 kV for power
supply lines
±1 kV for other lines

±2 kV for power
supply lines
± kV for lines no
input/output

Mains power quality should be
that of a commercial or hospital
environment.

Surge
IEC 61000-4-5

±0.5 kV line to line
±1 kV line to line
±0.5 kV line to earth
±1 kV line to earth
±2 kV line to earth

±0.5 kV line to line
±1 kV line to line
±0.5 kV line to earth
±1 kV line to earth
±2 kV line to earth

Mains power quality should be
that of a commercial or hospital
environment.

Voltage dips, short interruptions
and voltage variations on power
supply
input lines
IEC 61000-4-11

0% UT for 0.5 cycle,
at 0¡, 45¡, 90¡,
135¡, 180¡, 225¡,
270¡ and 315¡
0% UT for 1 cycle
and
70% UT for 25/30
cycles at 0¡
0% UT for 250 cycles
at 0¡

0% UT for 0.5 cycle,
at 0¡, 45¡, 90¡,
135¡, 180¡, 225¡,
270¡ and 315¡
0% UT for 1 cycle
and
70% UT for 25/30
cycles at 0¡
0% UT for 250 cycles
at 0¡

Mains power quality should be
that of a commercial or hospital
environment. If the user of the
iChiropro requires continued
operation during mains power
interruptions, it is
recommended that the iChiropro
be powered from an
uninterruptible power supply or
a battery.

Magnetic ÿeld due to mains
frequency (50/60 Hz)
IEC 61000-4-8

30 A/m 30 A/m Magnetic ÿelds generated by the
mains frequency should be at
levels characteristic of a typical
location in a typical commercial
or hospital environment.

Conducted disturbances
induced by RF ÿelds
IEC 61000-4-6

3 VRMS
0,15MHzÐ 80MHz
6 VRMSin ISM bands
0,15MHzÐ 80MHz
80%AMat 1 kHz

3 VRMS
0,15MHzÐ 80MHz
6 VRMSin ISM bands
0,15MHzÐ 80MHz
80%AMat 1 kHz

Field strengths from ÿxed RF
transmitters, as determined by
an electromagnetic site survey1

should be less than the
compliance level in each
frequency range. Interference
may occur in the vicinity of
equipment marked with the
following symbol:
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Immunity testImmunity test
IEC 60601 testIEC 60601 test
levlevelel

Compliance levCompliance levelel
ElectrElectromagnetic enomagnetic envirvironmentonment
- guidance- guidance

Radiated RF EM ÿelds
IEC 61000-4-3

3V/m
80MHz- 2,7GHz
80%AMat 1 kHz

10V/m
80MHz- 3GHz
80%AMat 1 kHz

Distance: 0.3 m
Minimum separation distance
shall be calculated by following
equation:
E = 6

dúP
E= is the immunity test level in
[V/m]
d is the minimum separation in
[m]
P is the maximum power in [W]

Proximity ÿelds from RF
wireless communications
equipment IEC 61000-4-3

27 V/m
380-390MHz
50% PM 18Hz

27 V/m
380-390MHz
50% PM 18Hz

RF wirRF wireless equipmenteless equipment
maximum output pomaximum output power andwer and
separseparation distance tested (atation distance tested (at
30 cm):30 cm):
TETRA 400: max1.8 W
GMRS 460 FRS 460: max 2
LTE band 13 and 17, max 0.2
GSM 800/900 max 2 W
TETRA 800 : max 2 W
iDEN 820: max 2 W
CDMA 850: max 2 W
LTE Band 5: max 2 W
GSM 1800/1900: max 2W
CDMA 1900: max 2 W
DECT: max 2 W
LTE Band 1,3,4and 25: max 2 W
UMTS: max 2W
Bluetooth: max 2W
WILAN 802.11b/g/n: max 2 W
RFID 2450:max 2W
LTE Band 7: max 2W
WLAN 802.11 a/n: max 0.2W
Interference may occur in the
vicinity of equipment marked
with the following symbol:

28V/m
430-470MHz
FM +/- 5kHz
Deviation,
1kHz sine
9V/m
704-787MHz
50% PM 217 Hz

28V/m
430-470MHz
FM +/- 5kHz
Deviation,
1kHz sine
9V/m
704-787MHz
50% PM 217 Hz

28 V/m
800-960 MHz
50% PM 18Hz

28 V/m
800-960 MHz
50% PM 18Hz

28 V/m
1700-1990 MHz
50% PM 217Hz

28 V/m
1700-1990 MHz
50% PM 217Hz

28 V/m
2400-2570 MHz
50% PM 217 Hz

28 V/m
2400-2570 MHz
50% PM 217 Hz

9 V/m
5100-5800 MHz
50% PM 217Hz

9 V/m
5100-5800 MHz
50% PM 217Hz

PrProoximity magnetic ÿeldsximity magnetic ÿelds
IEC 61000-4-39IEC 61000-4-39

30kHz/CW/ 8 A/m
134.2kHz/PM
2.1kHz/65 A/m
13.56 MHz/PM
50kHz /7.5 A/m

30kHz/CW/ 8 A/m
134.2kHz/PM
2.1kHz/65 A/m
13.56 MHz/PM
50kHz /7.5 A/m

Note :Note :UT is the AC mains voltage prior to the application of the test level. Essential performance per IEC 60601-1:
The essential performance is to maintain in normal condition the visual luminous intensity of the LED at ±30%
and the motor speed with a maximum speed deviation at ±10%.
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Field strengths from ÿxed transmitters, such as base stations for radio (cellular/cor dless) telephones
and land mobile radios, amateur radio, AM and FM radio broadcast and TV broadcast cannot be
predicted theoretically with accuracy. To assess the electromagnetic environment due to ÿxed RF
transmitters, an electromagnetic site survey should be considered. If the measured ÿeld strength
in the location in which the iChiropro is used exceeds the applicable RF compliance level above,
the iChiropro should be observed to verify normal operation. If abnormal performance is observed,
additional measures may be necessary, such as reorienting or relocating the iChiropro.
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5 Description
5.15.1 iChiriChiropropro syo system ostem ovverviewerview

FIGFIG. 1. 1

(1)(1) Peristaltic pump lid

(2)(2) Foot control connector

(3)(3) Adapter for

(4)(4) Bracket support

(5)(5) Main switch

(6)(6) Fuse box

(7)(7) Mains connector

(8)(8) MX-i micromotor

(9)(9) Button to start/stop irrigation and to
acknowledge high speed steps warnings

(10)(10) Button to reverse the rotation of the MX-i
micromotor

(11)(11) ÒProgramÓ button (Short press: next step.
Long press: next implant placement or next
surgery procedure)

(12)(12) MX-i micromotor connector

Note :Note : The technical speciÿcations, illustrations and dimensions contained in these instructions are
given merely as an indication. They may not give rise to any claim. The original language of those
instructions for use is English. For any further information, please contact Bien-Air Dental SA at the
address given on the back cover.
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5.25.2 Sets suppliedSets supplied

Set iChiropro REF 1700439-001

DesignationDesignation REF numberREF number

Console iChiropro 1600784-001

MOT MX-i LED 1600755-001

FOOTCTRL 1600631-001

Cable MX LED 1600606-001

Sterile protect ÿlm (2/pkg) 1501746-002

Irrigation line (10/pkg) 1500984-010

Set iChiropro CA REF 1700440-001

DesignationDesignation REF numberREF number

Set iChiropro 1700439-001

CA 20:1 L Micro-Series 1600692-001

In the interests of clarity, only the iChiropro CA set (REF 1700440-001) is illustrated in these instructions
for use. However, the explanations apply to all other iChiropro and iChiropro Surgery sets.

Set iChiropro CA 20:1 L WL REF 1700892-001

DesignationDesignation REF numberREF number

Console iChiropro 1600784-001

MOT MX-i LED 1600755-001

Wireless foot control + Dongle 1601192-001

Cable MX LED 1600606-001

Sterile protect ÿlm (2/pkg) 1501746-002

Irrigation line (10/pkg) 1500984-010

CA 20:1 L Micro-Series 1600692-001

Set iChiropro surgery REF 1700485-001*

DesignationDesignation REF numberREF number

Console iChiropro Surgery 1600883-001

Mot MX-i LED 1600755-001

FOOTCTRL 1600631-001

Cable MX LED 3m 1600881-001

Sterile protect ÿlm (2 pack) 1501746-002

Irrigation lines 3.5m (10/pkg) 1501738-010

*Set is available in the USA and Canada only
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Set iChiropro Surgery HP REF 1700484-001*

DesignationDesignation REF numberREF number

Set iChiropro Surgery 1700485-001

PM 1:2 1600436-001

*Set available in the USA and Canada only

5.35.3 OptionsOptions
DesignationDesignation REF numberREF number

Sterile protect ÿlm 1501746-010

Sterile protect ÿlm 1501746-002

Irrigation sys KM 20:1L (10/pkg) 1501621-010

Bur Guards HP1:2 (100 PCES) 1501317-100

Irrigation line (10/pkg) 1500984-010

Irrigation line Chiropro L 3.5m (10/pkg) 1501738-010

Irrigation line KM (10/pkg) 1501635-001

Handpiece/ support holder 1301575-001

Fuse SPT ¿5x20 1307312-010

iPad 10 adapter 1308761-001

iPad Air 5 adapter 1308964-001

Philips screwdriver 1305436-001

Irrigation clip 1303711-010
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5.45.4 TTechnicechnical dataal data

Dimensions L x W x H

DimensionsDimensions L x W x HL x W x H

iChiropro unit 242 x 244 x 102 mm

iChiropro unit (with bracket) 242 x 244 x 482 MM

Foot control 205 x 205 x 54 mm

Foot control (with handle) 205 x 205 x 144 mm

Wireless Foot control Width x Height x Depth (without hook) 206 x 180 x 60 mm/td>

Wireless Foot control Width x Height x Depth (with hook) 206 x 200 x 155 mm/td>

Motor cable (REF 1600606) L 2.0 m

Motor cable (REF 1600881) L 3.0 m

Foot control cable L 2.9 m

MX-i LED micromotor 23 x 84 mm

Weight

WWeighteight

iChiropro unit 2.8 kg

Foot control (without handle and cable) 830 g

Wireless Foot control (without hook, two batteries included) 934 g

Foot control 877 g

Bracket 115 g

Cable 105 g

Electrical data

ElectricElectrical dataal data

Voltage 100 Ð 240 VAC

Frequency 50-60 Hz
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Operating mode

OperOperating modeating mode

Intermittent ON: 5 MIN
OFF: 40 MIN

Applied parts (per IEC 60601-1):

Applied partsApplied parts

MX-i LED micromotor REF 1600755-001

Contra-angles (CA) & Straight handpieces (HP) SO 3964 compatible CA&HP

Degree of ingress protection (In accordance with IEC 60529)

DegrDegree of ingree of ingress press protectionotection

Unit

IP 40
(Protection against insertion of
objects larger than 1 mm and
dripping water (vertically falling
drops)).

Foot control

IP X8
(Water protection against
continuous immersion at 1m or
more)

Wireless foot control IP X6
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Memory

Memory implantology mode:
¥ Storage of 8 users;
¥ Storage of 30 implant manufacturers (user-deÿned);
¥ Storage of 50 diýerent settings for each implant manufacturer (user deÿned)
¥ storage of 12 steps per setting including adjustment of speed, torque, irrigation, ligjting and

handpiece of each step;
¥ Storage of 8 implants per operation in planned mode
¥ 30 minutes recording length per implant.

Interface Languages

French, German, English, Italian, Spanish, Portuguese, Japanese, Russian and Chinese.

Bracket for physiological liquid þask

Stainless steel.

Peristal tic pump

PPeristaltic pumperistaltic pump

Pump delivery From 30 to 150 ml/min. (5
levels)

Irrigation line External ¯ 5.60 mm
Internal ¯ 2.40 mm

Wall thickness 1.60 mm

CAUTION
The use of the system with other handpieces than those supplied by Bien-Air Dental SA has not been
validated/certiÿed (performances values are not guaranteed in this case).

List of errors & Troubleshooting

See chapter "List of errors & Troubleshooting"

5.55.5 ClassiÿcClassiÿcationation

Classiÿcation

Class IIa in accordance with European Regulation (EU) 2017/745 concerning medical devices.
Class 1 in accordance with American regulation to the Food & Drug Administration (FDA) concerning
medical devices.

Electric insulation class

Class I per IEC 60601-1 (apparatus protected against electric shocks).
Applied parts:
Type B applied parts in accordance with IEC 60601-1 standard.
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5.65.6 PPerferformancormancee
PPerferformanceormance REF 1600995REF 1600995

Motor speed regulation Accuracy ± 5% in the speed range 100 - 40'000 rpm (*)

Motor torque regulation Torque adjustable from 10% to 100% of the maximum
torque

Maximum motor torque 5.2 (±5%) Ncm (*)

Maximum motor power 130 (±10%) W (*)

Max motor LED current range Range adjustable 11 steps each 10% from 0% to 100%
of max current value

Power supply output limitation < 300 W

Irrigation þow

5 levels:

1 drop = 30ml/min

2 drops = 60ml/min

3 drops = 90ml/min

4 drops = 120ml/min

5 drops = 150ml/min

(*) Measurement realized in combination with motor MX-i LED 1600755, contra-angle CA 20:1 L Micro
Series 1600692 and/or handpiece PML 1121 1600156. The maximum torque is measured at 1000
rpm with irrigation stopped and it corresponds to a maximum torque of 80 Ncm at the rotative tool
if the motor is combined with the contra-angle CA 20:1 L Micro Series 1600692. 2In accordance with
80601-2-60, no essential performance is linked to this dental equipment. According to IEC 60601-1-2,
essential performances are to maintain motor speed with a maximum speed deviation at ±10% in a
highly electromagnetic disturbance environment.

5.75.7 OperOperating cating conditionsonditions
OperOperating conditionsating conditions

Temperature limit: [+10¡C; +35¡C]
[+50¡F; +95¡F]

Relative humidity range: [30%; 80%]

Atmospheric pressure limitation: [700 hPa; 1060 hPa]
[525 mmHg; 795 mmHg]

CAUTION
Do not use iChiropro outside the range of operating temperature.
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FIGFIG. 2. 2 FIGFIG. 3. 3 FIGFIG. 4. 4 FIGFIG. 5. 5

FIGFIG. 6. 6 FIGFIG. 7. 7 FIGFIG. 8. 8 FIGFIG. 9. 9

FIGFIG. 10. 10 FIGFIG. 11. 11 FIGFIG. 12. 12 FIGFIG. 13. 13

6 Installation
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6.16.1 InstalInstall the iChirl the iChiropropro appo app
AA.. Open the App Store©, tap the corresponding icon on the iPad.

B.B.Tap Search to ÿnd the iChiropro application.

C.C.Install the iChiropro application designed by Bien-Air Dental.

Note :Note :The iPad must be correctly connected to the Internet before the App Store © is opened; refer to
Apple's user guide for appropriate use of the iPad.

6.26.2 InstalInstall the iChirl the iChiropropro syo systemstem
AA.. If necessary, use the Phillips screwdriver to change the installed iPad adapter.

FIG. 1
Replace the iPad adapter with the desired one, paying attention not to force the adapter during insertion
to avoid damaging the connector.

Note :Note :For a safe insertion of the iPad adapter onto the device, before reaching the end of the stroke,
slightly press the centre of the adapter towards the device to align the connector with the hole provided
on the adapter itself. Once the connector has found the hole, then complete the insertion until the
adapter is fully engaged.
B.B.Place the iChiropro on a þat surface capable of bearing its weight.

CAUTION
It may be positioned on a table, on a trolley or any other surface but in no circumstances on the þoor.

FIG. 2
C.C.The fuse box may be opened with a screwdriver. 100 - 240 VAC = fuse T4.0AH 250 VAC REF

1307312-010. To replace a fuse, see chapter Ò12.4 Fuses replacementÓ.

DD.. Connect the power cable (1) to the connector (2).

Note :Note :The equipment is powered by the mains power supply (100 - 240 Vac).

CAUTION
The power plug is the device used for disconnection in case of problems, it must always be easily
accessible at all times.

FIG. 3
E.E.Connect the pedal cable to the output provided on the rear panel, guiding the connector and plug by

means of the index pin on the connector.

CAUTION
Do not lift the pedal holding the connection cable.
To disconnect the pedal cable, pull the cable socket connector (1).
Do not pull the cable (2) without disconnecting the cable socket before.

If a wireless foot control is used, please follow the IFU/Quick Start Guide REF. 2100443.

FIG. 4
FF.. Connect the MX-i micromotor cable to the motor output, guiding the connector and plug by means of

the index pin on the connector.
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FIG. 5
GG.. Align and attach the bracket to the housing provided on the rear of the console and suspend the

þask or bottle.

FIG. 6
H.H.Check the packaging integrity, as well as the expiry date of the irrigation line on the label (1).

WARNING
The medical device must be used only with lines supplied by Bien-Air Dental to ensure trouble-free
operation. These lines are sterile and for single use. Re-use may result in microbiological contamination
of the patient.

I.I.Remove the single-use sterile irrigation line (2) from its pouch.

FIG. 7
J.J. Connect the þexible hose of the irrigation line to the spray tube of the handpiece or contra-angle.

FIG. 8
K.K.Install the peristaltic cassette (1) in the peristaltic pump (2). Check that the cassette is clipped

correctly.

FIG. 9
LL.. Close the pump lid (3). If there is resistance to closing, open the lid again and check the correct

positioning of the cassette. When the lid is correctly closed, the user should hear a click sound.

CAUTION
Do not run the pump while the lid is open.

WARNING
Risk of pinching!

FIG. 10
M.M.Perforate the cap of the physiological liquid þask with the pointed end of the irrigation line after

removing the protective cap.

FIG. 11
N.N.Attach the irrigation line on the motor cable using the attachment collars (1) REF 1303711-010.

6.36.3 InstalInstallation of the iPlation of the iPad on the iChirad on the iChiroproproo
OO.. Remove the single-use sterile protection sheet for iPad from its pouch and stick it on the screen.

Refer to the instructions on the back of the pouch.

FIG. 12
PP.. Connect the iPad to the iChiropro by sliding it carefully along the adapter, paying attention not to

force it to avoid damaging the connector.

Note :Note :For certain iPad models battery saving options can be activated in the iPad Settings. If this is the
case, battery charge level will be limited accordingly, and will therefore not reach 100%.

6.46.4 On/oý prOn/oý prococedureduree
The device can be switched on and oý in complete safety using the main switch on the iPad and
iChiropro.

25



7 Interface overview
FIG. 1

7.17.1 iChiriChiropropro applico applicationation
The iChiropro system can be operated in two modes : implantology and oral surgery.

7.1.1 Compatibility
Please refer to www.bienair.com for updated iPad model compatibility.
iPad models with USB-C connector are compatible only from application 2.6.1 version.
The user should protect iPad access with a strong password as described in the iPad user manual.

7.1.2 Nomenclature
In the interest of clarity , in this manual, interface devices ÇiPad¨È and ÇiPad Air¨È are referred to as
ÇiPadÈ.

7.27.2 Sound alertsSound alerts

Sound alertSound alert DescriptionDescription

One short beep Activating irrigation, going to next step, and changing rotation direction

Two short beeps Deactivating irrigation and changing rotation direction

One high-frequency
beep

Going to next implant placement or next surgery procedure

One long beep Entering in implantology or surgery operative, going to ÿrst step of operative
sequence

Alternate short beeps Warning notiÿcations

Alternate medium beeps Micromotor REVERSE running indicator

Alternate long beeps System failure notiÿcation

7.37.3 iPiPad and iChirad and iChiropropro co connection / disconnection / disconnection connection conditionsonditions
7.3.3 Disconnection
If the iPad is disconnected, the iChiropro system is in standby mode (MX-i micromotor stopped). The
iChiropro app remains accessible when the iPad is disconnected. The user is able to navigate through
the application and also to modify/create his own settings.

CAUTION
The iPad must never be disconnected from the iChiropro dental unit during operation! If the iPad is
disconnected during an operation, the MX-i micromotor stops immediately.

7.3.4 Connection
The MX-i micromotor can start only when the iPad is connected, and the application is in operative mode
(implantology or surgery).

CAUTION
If the foot control is pressed before entering in operative mode, the MX-i micromotor will not start to run.

7.3.5 iChiropro unit switched ON
If the iChiropro app is running and the iPad is plugged to the iChiropro (switch ON):

¥ The iPad will charge up (even if the app is not running);
¥ The MX-i micromotor can be operated with the foot control (iChiropro app in operative mode).
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FIGFIG. 1. 1 FIGFIG. 2. 2 FIGFIG. 3. 3

8 Getting started
8.18.1 Back up dataBack up data
Use iCloud to automatically back up your iChiropro application user-deÿned settings (user proÿles,
implant brands, implant parameters and all operations data).
Refer to Apple's user guide for appropriate use of the iPad, or iCloud.

8.28.2 Launch iChirLaunch iChiropropro appo app
FIG. 1
AA.. Make sure that the sound volume on your iPad is ON and set to an appropriate level according to the

ambient noise of the room:
¥ Volume down (3) and up (2).

B.B.Close all other applications as described in AppleÕs user manual for the speciÿc iPad model, in order
not to disrupt the operation:

C.C.Deactivate Auto-lock and all alerts. Refer to Apple's user guide for appropriate use of the iPad.

DD.. Ensure that the latest application updates have been installed (see chapter "8.9.5 iChiropro App
update").

E.E.Tap the app icon (5) to launch the iChiropro application.

CAUTION
If not using your iPad, press the Sleep/Wake button (1) to lock it.
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8.38.3 TTerms of servicerms of servicee
FIG. 2
AA.. To ensure the appropriate working of the iChiropro Dental unit, make sure to only use your iChiropro

application with the iOS version validated by Bien-Air Dental.
Refer to the current iOS version of your device (1).

CAUTION
Do not update iOS unless it is recommended by Bien-Air. See also chapter "11.1 Safety alert (operating)".
For more information go to the App Store © under "whatÕs new" of the selected application.
B.B.Tap OKOK(2) to acknowledge disclaimer message.

8.48.4 WWelcelcome scrome screen and disclaimereen and disclaimer
AA.. When opening iChiropro application for the ÿrst time, Terms of service must be validated.

B.B.Make sure you accept "Terms of service" by sliding the cursor (3) and tapping onI AI AGREEGREE(4).
The Home page screen is displayed.

See chapter "8.5 Home page screen.
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FIGFIG. 4. 4 FIGFIG. 5. 5 FIGFIG. 6. 6

8.58.5 Home page scrHome page screeneen
FIG. 4

AA.. Tap (4) to open the Information screen.
See chapter "8.10 Information" for details.

B.B.Tap (2) to create a new user proÿle.
See chapter "8.6 Create user proÿle" for details.

C.C.Tap a thumbnail (5) or use the arrows (1 or 6) to select a user proÿle.

DD.. Tap the proÿle photo (7) to edit or remove a user proÿle.
See chapter "8.6Create user proÿle" for details.

E.E.Tap (3) to validate the proÿle choice.
The User page screen is displayed.

FIG. 5

AA.. Tap IMIM(5) to enter the implantology mode.

See chapter "9.1 Enter implantology mode" for details.

B.B.Tap SRSR(1) to enter the surgery mode.

See chapter "10.1 Enter surgery mode" for details.

Note :Note : In the USA and Canada, the surgery mode is available only on the iChiropro Surgery unit (REF
1600883-001).

C.C.Tap PPatientsatients (2) to open the Patients list popup .
See chapter "8.8 Patients" for details.

DD.. Tap OperOperations historyations history (4) to open theOperOperations historyations historyscreen.
See chapter "8.9 Operations history" for details.

E.E.Tap i (3) to open theInfInformationormation screen.
See chapter "8.10 Information" for details.
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8.68.6 CrCreate user preate user proÿleoÿle
AA.. From the Home page screen (FIG. 4), tap to create a new user proÿle.

ThePrProÿleoÿle popup window is displayed.

FIG. 6
B.B.Fill in the following parameters ÿelds:

¥ Picture (from camera or library) (7)

Note :Note :A No access to camera popup window is displayed if the app does not have access to camera. Tap
OK to acknowledge and go to the iPad settings to allow the app to access camera:

¥ TitleTitle (6)
¥ Last NameLast Name* (5)
¥ FirFirst Namest Name* (4)
¥ TTeeth numbering syeeth numbering systemstem (Universal, FDI) (2)

Note :Note :FDI is deÿned as the default teeth numbering system.
¥ Planning softwPlanning softwararee (3)

Note :Note :CoDiagnostiXª is selected as the default planning software.
Fields marked with an asterisk are mandatory ÿelds.
C.C.Tap SaSavvee (1) to create the new user proÿle.

Note :Note :It is possible to create up to 8 users.
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FIGFIG. 7. 7 FIGFIG. 8. 8

8.78.7 Edit or rEdit or remoemovve user pre user proÿleoÿle
FIG. 7
AA.. From the Home page screen, tap the proÿle photo (1) to edit or remove user proÿle.

ThePrProÿleoÿle popup window is displayed.

FIG. 8
B.B.Change the desired parameters and tapSaSavvee (1) to validate the changes on proÿle, or tapDeleteDelete

prproÿleoÿle (2) to remove proÿle.
If removing proÿle, a message box opens:Delete prDelete proÿleoÿle.

C.C.Tap CancelCancelor DeleteDeleteto acknowledge.
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FIGFIG. 9. 9 FIGFIG. 10. 10 FIGFIG. 11. 11

8.88.8 PPatientsatients
FIG. 9
From the user page screen, tapPPatientsatients to open the Patients list popup.
FIG. 10
The Patients list popup displays all the recorded patients with the following information (3):

¥ PatientÕs ÿrst and last names;
¥ PatientÕs number;
¥ PatientÕs date of birth.

This popup also allows to ÿnd patients in the list with theSearSearch in patients listch in patients listÿeld (1).
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8.8.1 Add or edit patient
FIG. 10

AA.. Tap (2) to create a new patient or tap on the desired patient line to access and modify the speciÿc
information.

Note :Note :If accessing from Operation setup page, tap to access and modify information.
ThePPatientatient popup window is displayed.

FIG. 11
B.B.Tap the patientÕs identity ÿelds to ÿll them in or to modify them:

¥ PPatient numberatient number (9);
¥ Last Name*Last Name*(8);
¥ FirFirst Name*st Name*(7);
¥ Date of birthDate of birth(6).

C.C.Swipe right or left (or tap) to answer by YYeses or NoNoto their medical history (5) (the selector is set by
default in the middle position meaning unknown):

¥ Smoker
¥ Irradiated bone
¥ Chronic steroid use
¥ Autoimmune disease
¥ Diabetes
¥ Chemotherapy
¥ Osteoporosis
¥ Bruxist

DD.. Tap SaSavvee (1) to validate or BackBack(or CancelCancel, if creating a patient) (9) to discard changes.Note :Note :Fields
marked with an asterisk are mandatory ÿelds.

E.E.Tap CloseClose(4) (seeFIG. 10) to close the Patients list popup.

Note :Note :Fields marked with an asterisk are mandatory ÿelds.

FF.. Tap SaSavvee (1) to validate or BackBack(or CancelCancel, if creating a patient) (9) to discard changes.

Note :Note : In case mandatory ÿelds are empty, saving is not possible until these ÿelds are ÿlled in. Empty
mandatory ÿelds blink on the screen.
In case the patient number already exists, a popup window is displayed when saving:

GG.. Tap CloseClose(4) (seeFIG. 10) to close the Patients list popup.
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8.8.2 Remove patient
FIG. 11
AA.. Tap Delete patientDelete patient(3) or from the Patients list popup, swipe left and tapDeleteDelete(1) (see FIG. 12) to

remove the desired patient.

Note :Note :The Delete button is only available when accessing the Patients list popup from the User page
screen. The Merge button is only available when accessing the Patients list popup from the User page
screen and when there are two or more patients in the list.

A message box opens:Delete patientDelete patient

B.B.Tap CancelCancelor DeleteDeleteto validate.

8.8.3 Consult patientsÕ history
FIG. 11
AA.. Tap OperOperations historyations history (4) to consult the patientÕs operations history.

Note :Note :It is only possible to consult a patientÕs history when accessing the Patients list popup from the
user page screen.
The number of operations found for the selected patient is indicated (4, FIG. 11).

TheOperOperations historyations historyscreen is displayed.

See chapter Ò8.9 Operations historyÓ for details.
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8.8.4 Merge patients
Patient identity is unique. When the iChiropro app is updated, or when an operation is imported from a
planning software, a check on the patients already existing in the database is performed. If two or more
patients share ÿrst name, last name, date of birth and patient number, they are automatically merged.
If only some of these ÿelds are coincident, a manual merge is still possible:
FIG. 12
AA.. From the Patients list popup, swipe left and tapMerMergege (2).

Note 12Note 12
FIG. 13
B.B.Tap the lines of the patients that need to be merged with the selected patient.

A check symbol is displayed on each of the selected patients lines.

C.C.Tap DoneDone(1) to validate.
A message box opens:MerMerge patientsge patients

DD.. Tap MerMergege to validate or CancelCancelto discard changes and cancel merging process.
Patients and their corresponding operations are merged.
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8.98.9 OperOperation databaseation database
8.9.5 Operation history
The OperOperations historyations history screens can diýer whether they are displayed from the User page screen (see
FIG. 14) or thePPatientatient popup window (see FIG. 15).
This page displays all the recorded operations with the following information:
FIG. 14

¥ PatientÕs ÿrst and last names (8);
¥ PatientÕs number (7);
¥ PatientÕs date of birth (6);
¥ OperationÕs date (3);
¥ Operation type (implantology or surgery) (4);
¥ Planning software used (9) (see chapter "9.4 Import an operation" 48).

Note :Note :If the operation has been imported, the corresponding planning software icon is displayed.

Operations recorded by other users are marked either with the symbol (12, FIG. 15) or (11). It is
not possible to modify information for these operations.
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FIG. 15

This page also allows to:

¥ Filter operations by type, by tappingIMIM(implantology),SRSR(surgery) orALLALL(surgery and
implantology) (10);

¥ Filter operations by user, by tapping (current user only) or (all users) (11);
¥ Find speciÿc information in the list with the Search button (1) (see chapter "8.9.1 Search

operations history");
¥ Export all ÿltered operations data in a .zip ÿle containing .csv or .pdf data for each operation, with

the Export all button (5) (see chapter "8.9.4 Export all operations reports");
¥ Sort patients names and operations dates by tapping on their respective columnsÕ titles (2).

Note :Note :Patients names column is replaced by a non-sortableTTooth numberooth numbercolumn when accessing the
OperOperations historyations historyscreen from the PPatientatient popup window.
AA.. Tap on the desired operation line to access and modify the speciÿc information through the

OperOperation dataation datapage.
TheOperOperation dataation datapage screen is displayed.

Note :Note :Operations recorded by other users are marked either with the symbol (12, FIG. 15) or (11).
It is not possible to modify information for these operations.
See chapter "8.9.2 Operation data".

Tap (1) to display the search popup showing the following ÿelds:
¥ By patient nameBy patient name(2);
¥ By patient numberBy patient number(3);

Note :Note :By patient nameBy patient nameand By patient numberBy patient numberare only available if the search popup was accessed from
the User page screen.

¥ By date rBy date rangeange(start Ð end) (8).
These ÿelds can be edited in order to deÿne search criteria (4).
In addition to this, it is possible to automatically ÿlter operations displaying only those performed:

¥ This week (7);
¥ This month (6);
¥ This year (5).
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8.9.6 Operation report
FIG. 17, FIG. 18 and FIG. 19
These three pages are available either during or after an operation. It is possible to switch through these
pages with thePPatientatient , ImplantsImplants and OperOperationation tab switch (1).
The common page footer allows to export the operation report (2)
(See chapter "8.9.3 Export report"), addNotesNotes(3) and go back (4) to the previous page.

Note :Note :If the operation has been imported, the corresponding planning software icon is displayed.

Operations recorded by other users are marked either with the symbol (12, FIG. 15) or (11). It is
not possible to modify information for these operations.

Patient data tab

FIG. 17
This page allows to view the operation date (9), the patient identity* (8) and his medical history* (7).

Note :Note :Values with "*" can be modiÿed and saved during and also after an operation.

Tap to modify the patientÕs information (See chapter Ò8.8.1 Add or edit patientÓ for details).

Implants data tab

FIG. 18
This page allows to consult theImplant brImplant brandand and Implant typeImplant type(10)
and the implant position (5) in details. As well as theBone densityBone density(8) and theInsertion torInsertion torqueque(7).
It is possible to modify the implantsRRefefererence*ence*, Lot number*Lot number* and ExpirExpiration date*ation date*(9), and theISQ*ISQ*(6)
values readings.
For more information about ISQ values readings, See chapter "8.11 ISQ values readings".

Note :Note :If information is modiÿedCancelCanceland SaSavvee buttons are displayed
Implant brImplant brandandand Implant typeImplant typecan only be modiÿed during operation, before the foot control is pressed
in the implant placement step. In this case, the ÿrst procedure step of the newly selected implant is
selected when going back to theOperOperativativee page screen. If imported from a planning software it is not
possible to modify data.
This page diýers whether the operation concerns implantology or surgery and whether the implant
information has been scanned or ÿlled-in manually.
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Operation data tab

FIG. 19
This page allows to consult the operations in detail.
(5) Operation summary table for each implant, including step number, step name, max. reached speed,
max. set speed, max. reached torque, max. set torque, motor rotation direction, irrigation level and
instrument type
(6) Graphic with torque and speed as a function of operation time for each implant and for each operative
step
(7) Implant selection icons.
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FIGFIG. 19. 19 FIGFIG. 20. 20

8.9.7 Operation report export

AA.. From the OperOperation dataation datapage, tap to export the operation data.
A popup window allows to choose the export format:

B.B.Tap Export as .pdfExport as .pdfor Export as .csvExport as .csv.
TheOperOperation ration reporteport screen (export as pdf) or the operation data table (export as csv) is displayed.

FIG. 20
C.C.Tap the Export report button (1) to choose the export target.

A popup window allows to choose the export target (2).

DD.. Choose the export target among the available web ÿle storages or the installed apps supporting the
csv or pdf ÿles.
The corresponding app popup is displayed.

Note :Note :It is only possible to export as a mail if a mail account is already created and conÿgured on the
iPad.
Or tapCloseClose(or DoneDone, for csv export) (3) to go back.
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8.9.8 Export all operations reports
FIG. 21

AA.. From the OperOperations historyations historypage screen tap (2) to export all operations displayed in the ÿltered
list in a .zip ÿle.
A popup window allows to choose the export format.

Note :Note :When the Operations history screen is accessed from the Patient popup window, only recorded
operations related to the corresponding patient are exported.
B.B.Tap Export as .pdfExport as .pdfor Export as .csvExport as .csv.

The export progress bar popup is displayed (export might take some time depending on the amount
of operations):

The EXPOREXPORT COMPLETET COMPLETEpopup is displayed when the .zip ÿle containing .pdf or .csv data for each
operation has been created successfully:

C.C.Tap anywhere on the screen to acknowledge message.

A popup window allows to choose the export target (1).

DD.. Choose the export target among the available web ÿle storages or the installed apps supporting the
.zip ÿles.
The corresponding app popup is displayed.

Note :Note :It is only possible to export as a mail if a mail account is already created and conÿgured on the
iPad.

CAUTION
If the generated zip ÿle is large, it might not be possible to export it with the procedure described above.
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FIGFIG. 21. 21

8.9.9 iChiropro App update
FIG. 22
When the application is launched, it will check whether a new version is available on the App Store ©.
If a new update is available, a message box will be displayed on Disclaimer screen to notify the user
should download the application.

Note :Note :This function is active only when the iPad is connected to the internet.
¥ DoDownload:wnload:user can automatically access App Store © application page.
¥ RRemind Me Later:emind Me Later:user can delay the update and continue to work with currently installed app

version (the message appears once a day).
¥ IgnorIgnore:e:User can ignore the update and continue to work with currently installed app version (the

message reappears only if a new version is available).
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8.108.10 InfInformationormation
FIG. 23

AA.. Tap to open the Information screen (it is also possible to access it from the home page screen).

FIG. 24
This screen allows to navigate to the following pages:

¥ Latest newLatest newss (1) (opens Bien-Air website latest news page);
¥ User manualUser manual(2) (application detects the language of the iPad and downloads the User Manual in

the same language);

Note :Note :If the User Manual is not available in the correct language, the English manual is downloaded. 29
The user can export the User Manual to targets such as emails, printer or any other supported export
target.

¥ CatalogueCatalogue(3) (open online catalogue (pdf ÿle));
¥ WWeb TVeb TV(4) (opens Bien-Air web TV);
¥ AboutAbout(5) (See chapter "8.10.1 About");
¥ Contact usContact us(6) (opens email application with predeÿned email address iChiropro@bienair.com);
¥ Implants updateImplants update(7) (displays updated implants / protocols list, FIG. 26).

Note :Note :Latest News, Catalogue, Web TV and Contact us functions are greyed out when the iPad is not
connected to the internet.

8.10.10 About
FIG. 25
TheAboutAboutscreen displays the following information:

¥ Manufacturer contact details (1);
¥ Application name and version (2);
¥ iPad model and iOS version (3);
¥ Compatible dental units (4);

¥ iChiropro;
¥ iChiropro Surgery;

¥ Interface board name and ÿrmware version (5);
¥ MX-i micromotor drive type and ÿrmware version (6).
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8.10.11 Implants update
FIG. 27
The Implants update screen displays the automatically updated implants and protocols. Type of update
is indicated with the following symbols:

¥ for the added implants;

¥ for the implants with existing protocols which have been updated;

¥ for the removed implants.

8.118.11 ISQ vISQ values ralues readingseadings
FIG. 28

By default ISQ values readings area (1) displays only the (3) button. It is possible to add up to ÿve ISQ

editable ÿelds by tapping the (3) button and toDeleteDelete(2) them.

Tap (4) to access a popup with explanations on the ISQ or tap the button (5) to display a graph (FIG.
29) of the diýerent ISQ readings in relation to time.
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FIGFIG. 1. 1 FIGFIG. 2. 2 FIGFIG. 3. 3

9 Operation Ð Implantology mode
9.19.1 Enter implantology modeEnter implantology mode
FIG. 1

Tap IMIM to enter the implantology mode.
The implantology mode allows operations consisting of placing up to 8 implants. Each implant
placement is made up of several steps that can be edited by the user.

TheSetupSetuppage screen is displayed.

9.29.2 Setup scrSetup screen descriptioneen description
FIG. 2
The SetupSetup screen allows to plan an operation, start a planned operation or select a single implant for
direct placement:
(1)SearSearchch ÿeld (to ÿnd speciÿc information in the planned operations list)
(2) Import an operation from a planning software (see "9.4 Import an operation")
(3) Back to the previous screen
(4)DirDirectect operation area
(5) Plan a new operation (see "9.3 Plan an operation")
(6)PlannedPlannedoperations area

Note :Note :PatientsÕ names and operationÕs dates can be sorted by tapping on their respective columns titles
(6).

9.39.3 Plan an operPlan an operationation
AA.. From the SetupSetupscreen, tap AAdd new operdd new operationation to add a new operation.

TheOperOperation setupation setuppage screen is displayed.

FIG. 3

B.B.Tap (6) to access the Patients list popup.
The Patients list popup is displayed.
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FIGFIG. 4. 4 FIGFIG. 5. 5 FIGFIG. 6. 6

FIG. 4
C.C.Tap on the desired patient line to select the patient.

DD.. See section "8.8.1 Add or edit patient" if the desired patient is not present or to modify patientÕs data.
TheOperOperation setupation setuppage screen is displayed again, and the following patient information ÿelds are

automatically ÿlled in,FIG. 3

¥ FirFirst and last names*st and last names*(7);
¥ Date of birthDate of birth(1);
¥ PPatient Numberatient Number(5).

E.E.Tap the following operation ÿelds to ÿll them in,FIG. 3:

¥ OperOperation date*ation date*(2);
¥ Bone densityBone density(from 1 to 4, or unknown) (3).

Fields marked with an asterisk must be ÿlled in before saving.

FF.. Tap (4) to select an implant.
TheImplant brImplant brand selectionand selectionpopup window is displayed.

Note :Note :In case any implant among the favorite ones has been updated or a new brand has been added,
the Implants updateImplants updatepopup window is displayed:

Added implants are marked with the symbol, implants with updated protocols are marked with the

symbol and removed implants are marked with the symbol.
Implant updates are possible only when the iPad is connected to the internet.Tap Close to acknowledge.
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FIG. 5
GG.. Tap aBrBrandand to access the implants types window or tap CloseClose(1) to go back.

TheImplant type selectionImplant type selectionpopup window is displayed.

See section "9.11 Bookmark or remove brands" to bookmark or remove brands or see "9.10.1 Add
implant" if the desired brand is not present.
FIG. 6

Note :Note :User-deÿned implants are represented by . Default implants are represented by .
H.H.When available, choose betweenGuidedGuided(implant) andNon-guidedNon-guided(1).

I.I. Tap the desired implant system (3) and its diameter (2).
If the desired implant is not available, see"9.10 Add, edit or remove implants".
The app navigates back to theOperOperation setupation setuppage screen.
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FIGFIG. 7. 7 FIGFIG. 8. 8

FIG. 7

J.J. Tap (7) to scan an implant barcode.
The camera is activated, and the Scan page screen is displayed.

FIG. 8
K.K.Align the yellow rectangle with the barcode.

TheScScan completed!an completed!popup is displayed when the barcode has been read successfully:

LL.. If correct, tapDoneDoneor the ScScan completed!an completed!popup itself.
The following implant information ÿelds are automatically ÿlled in:

¥ RRefefererence / Gence / GTINTIN(8);
¥ Lot numberLot number (6);
¥ ExpirExpiration dateation date(2) if available.

Note :Note :Only Code 128, QR code, and DataMatrix barcodes are supported.
It is also possible to ÿll these ÿelds in manually by tapping on them.
It is possible to add up to 8 implants. Each implant is numbered in the jaw representation according to
the operation order. The last implant type used for the operation is proposed by default for additional
implants.
M.M.Deÿne the implant position by tapping the corresponding tooth in the jaw representation.

The selected tooth is replaced by a blue highlighted implant (3).

N.N.Tap (9) to add other implants to the operation or tap (1) to remove implants from the
operation.

Note :Note : It is possible to add up to 8 implants. Each implant is numbered in the jaw representation
according to the operation order. The last implant type used for the operation is proposed by default for
additional implants.
Long tap on implants icons and move them to reorganize order.
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OO.. Tap or slideNotesNotes(5) to write comments in relation to the operation.

Note :Note :Position of theNotesNotesis automatically saved.

PP.. Tap Save (4) to validate.
The operation appears on the planned operations list.

Note :Note : In case mandatory ÿelds are empty, saving is not possible until these ÿelds are ÿlled in. Empty
mandatory ÿelds blink on the screen.

QQ.. Tap to go back to the Setup page screen or tap to start the operation.

Note :Note :Starting an operation is not possible if the implantÕs position and information is not deÿned. Empty
mandatory ÿelds blink on the screen.

See section "9.6 Start or resume a planned operation" to start a planned operation.
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9.49.4 Import an operImport an operationation
AA.. From the SetupSetupscreen, tap Import frImport from [Planning softwom [Planning softwarare logo]e logo]to import an operation from

corresponding planning software.
The camera is activated, and the Planning code scan page is displayed.

Note :Note :The user must have enabled the import feature in the Proÿle popup window to import an operation
from a planning software (see section Ò8.8.1 Add or edit patientÓ).
FIG. 9
B.B.Align the yellow rectangle with the desired QR code from a planning software.

TheScScan completed !an completed !popup is displayed when the QR code has been read successfully.

FIG. 10
C.C.If correct, tapDoneDone(1) or theScScan completed!an completed!popup itself.

The operation information is imported and theOperOperation setupation setuppage screen is displayed.

Note :Note :When imported patient information corresponds to an already existing patient information (same
FirFirst name, Last name, Date of birthst name, Last name, Date of birthand PPatient numberatient number ), patients are automatically merged. If only
some of these ÿelds are coincident, a manual merge is still possible (see section "8.8.4 Merge patients").
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FIG. 11
The following operation information is automatically deÿned for each step and cannot be modiÿed:

¥ Implants placement order (12)
¥ Implant brImplant brandand (2)
¥ Implant typeImplant type(3)
¥ Implant positionImplant position(5)

DD.. If necessary, modify the automatically ÿlled in patientÕs general information (13) andBone densityBone density
(8).

E.E.Tap theOperOperation date*ation date*ÿeld (1) to deÿne the operation date.

Note :Note :Fields marked with an asterisk must be ÿlled in before saving.

FF.. Tap (10) to scan an implant barcode.
The camera is activated and the Scan page screen is displayed.

FIG. 10
GG.. Align the yellow rectangle with the barcode.

TheScScan completed!an completed!popup is displayed when the barcode has been read successfully.

H.H.If correct, tapDoneDoneor the ScScan completed! popupan completed! popupitself.
The following implant information ÿelds are automatically ÿlled in:

¥ RRefefererence / Gence / GTINTIN(11);
¥ Lot numberLot number (9);
¥ ExpirExpiration dateation date(4) if available.

Note :Note :TheRRefefererenceenceÿeld is replaced by aGGTINTINÿeld when GTIN code is available in the barcode data.
Only Code 128, QR code, and DataMatrix barcodes are supported.
It is also possible to ÿll these ÿelds in manually by tapping on them.
I.I.Tap or slideNotesNotes(7) to write comments in relation to the operation.

Note :Note :Position of theNotesNotesis automatically saved.

J.J. Tap SaSavvee (6) to validate.
The operation appears on the planned operations list.

Note :Note :If the operation has been imported, the corresponding planning software icon is displayed

K.K.Tap to go back to theSetupSetuppage screen or tap to start the operation.

See section "9.6 Start or resume a planned operation" to start a planned operation.
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9.59.5 RRemoemovve an opere an operationation
FIG. 12
AA.. From the SetupSetuppage screen, swipe left and tapDeleteDelete(1) to remove the desired operation.

A message box opens:Delete operDelete operation.ation.

B.B.Tap CancelCancelor DeleteDeleteto acknowledge.
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9.69.6 Start or rStart or resume a planned operesume a planned operationation
FIG. 13
AA.. From the SetupSetuppage screen, in thePlannedPlannedoperations area, tap the operation that needs to be

started or tap an operation marked with the symbol to resume it and go directly to step C.
TheOperOperation setupation setuppage screen (start operation) or theOperOperativativee page screen (resume operation)

is displayed.

Note :Note :17 In case mandatory ÿelds are empty, saving is not possible until these ÿelds are ÿlled in. Empty
mandatory ÿelds blink on the screen.
FIG. 14

B.B.Check if the operationÕs information is correct and tap to access theOperOperativativee page screen.

Note :Note :Starting an operation is not possible if the implantÕs position and information is not deÿned. Empty
mandatory ÿelds blink on the screen.

CAUTION
If the foot control is pressed before entering in operative mode, a warning message "Please release
pedal É" will be displayed.
The MX-i micromotor will not start to run until the foot control is released and pressed again.

CAUTION
If the sound volume is OFF before entering in operative mode, a warning message "Please switch ON
sound volume on your iPad and set it to an appropriate level according to the ambient noise level in your
practice room." will be displayed.
The MX-i micromotor will not start to run until the sound volume is ON.
FIG. 15

CAUTION
When accessing theOperOperativativee page screen for the ÿrst time, a popup is displayed to introduce the foot
controlÕs orange button behavior. Tap anywhere on the screen to close the popup or tapDonÕt shoDonÕt show mew me
againagainto acknowledge:

C.C.Operate by pressing the foot control to adjust the MX-i micromotor speed. If needed, tap (1) to
record step.

Note :Note :Real-time speed and torque values are displayed when the MX-i micromotor is running.
When the power demand of the MX-i micromotor is excessive, the Operative screen displays the

overheating symbol . In this case the iChiropro unit lowers the torque automatically in order to avoid
overheating of the MX-i micromotor. To restore 100% torque, allow the motor to idle or stop for a few
seconds.

CAUTION
Recording steps is only possible with the contra angle handpiece CA 20:1 L designed by Bien-Air Dental
SA.
DD.. Navigate through the operation steps by:
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¥ Short pressing the foot controlÕs orange button or tapping the Navigation area (9) to go to the next
step;

¥ Tapping the desired step icon (4).

Note :Note :Refer to the corresponding handpiece IFU if a tool change is needed.
For safety reasons, the speedometer and the step icon of high-speed steps are highlighted in orange.
The following popup warning is displayed when switching from low speed to high speed ( û 100 RPM)
dril ling:

Tap OK or short press the foot controlÕs blue button to acknowledge the popup warning and allow the
MX-i micromotor to start.

The implant placement step icon is marked with the symbol in the upper-right corner.

E.E.Tap (2) to visualize the surgical protocol generated by the planning software, if necessary.

Note :Note :Surgical protocol visualization is only available for operations imported from coDiagnostiXª.

FF.. If necessary, tap (3) to visualize the position of the tool to be used for the current step in the
cassette.

Note :Note :Tool visualization in the cassette may not be available for all implant systems.

See chapter "9.9 Tool visualization in cassette" for details.
GG.. Adjust the operative parameters (7) if necessary.

See section "9.8 Operative parameters".
H.H.Long tap on the implant icons (11) or long press the foot controlÕs orange button to perform the

other planned implants placement.

FIG. 15

Note :Note :Refer to the corresponding handpiece IFU if a tool change is needed.
I.I.Select the bone density (10) for the current implant position; it is possible to set or modify the bone

density value at any time during the operation (??= unknown).

J.J. Tap DataData(5) to modify patientÕs data if necessary.
TheOperOperation Dataation Datapage screen is displayed.

See section "8.9.2 Operation data" for details.
K.K.Tap the Finish button (6) to end the operation.

A message box opens:Finish operFinish operationation .

LL.. Tap FinishFinish to conÿrm the end of operation or CancelCancelto continue operation.
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9.79.7 Start a dirStart a direct operect operationation
The direct operation mode allows realizing an operation without any planning.
FIG. 16

AA.. From the SetupSetuppage screen, tap (2) in theDirDirectect operation area to select implant brand and
type,
TheImplant brImplant brand selectionand selectionpopup window is displayed.

Or tap (1) if the desired implant selection is already displayed and go directly to step E.
TheOperOperativativee page screen is displayed.

FIG. 17
B.B.Tap a brand to access theImplant type selectionImplant type selectionwindow.

TheImplant type selectionImplant type selectionwindow is displayed.

See section "9.10.1 Add implant" if the desired brand is not present or see "9.11 Bookmark or remove
brands" to manage brands.

Note :Note :User-deÿned implants are represented by . Default implants are represented by .
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C.C.When available, choose betweenGuidedGuided(implant) andNon-guidedNon-guided(1).

DD.. Tap the implant system (2) and its diameter (3) to select the desired implant.

E.E.If the desired implant is not available, see "9.10 Add, edit or remove implants".
The app navigates back to theSetupSetuppage screen.

FF.. Tap (1) to access theOperOperativativee page screen,FIG. 15.

CAUTION
If the foot control is pressed before entering in operative mode, a warning message "Please release
pedal É" will be displayed. The MX-i micromotor will not start to run until the foot control is released and
pressed again.

CAUTION
If the sound volume is OFF before entering in operative mode, a warning message "Please switch ON
sound volume on your iPad and set it to an appropriate level according to the ambient noise level in your
practice room." will be displayed. The MX-i micromotor will not start to run until the sound volume is ON.
FIG. 18.

CAUTION
When accessing theOperOperativativee page screen for the ÿrst time, a popup is displayed to introduce the foot
controlÕs orange button behavior. Tap anywhere on the screen to close the popup or tapDonÕt shoDonÕt show mew me
againagainto acknowledge.
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GG.. Operate by pressing the foot control to adjust the MX-i micromotor speed. If needed, tap (1) to
record step.

Note :Note :Real-time speed and torque values are displayed when the MX-i micromotor is running.
When the power demand of the MX-i micromotor is excessive, the Operative screen displays the

overheating symbol l . In this case the iChiropro unit lowers the torque automatically in order to avoid
overheating of the MX-i micromotor. To restore 100% torque, allow the motor to idle or stop for a few
seconds.

CAUTION
Recording steps is only possible with the contra angle handpiece CA 20:1 L designed by Bien-Air Dental
SA.
H.H.Navigate through the operation steps by:

I.I.Short pressing the foot controlÕs orange button or tapping the Navigation area (7) to go to the next
step;

J.J. Tapping the desired step icon (3).

Note :Note :
Refer to the corresponding handpiece IFU if a tool change is needed.
For safety reasons, the speedometer and the step icon of high speed steps are highlighted in orange.
The following popup warning is displayed when switching from low speed to high speed ( û 100 RPM)
dril ling:

Tap OK or short press the foot controlÕs blue button to acknowledge the popup warning and allow the
MX-i micromotor to start.

The implant placement step icon is marked with the symbol in the upper-right corner.

K.K.If necessary, tap (2) to visualize the position of the tool to be used for the current step in the
cassette.

Note :Note :Tool visualization in the cassette is only available for operations using Straumannª non-guided
implants.

See chapter "9.9 Tool visualization in cassette" for details.
LL.. Adjust the operative parameters (6) if necessary.

See section "9.8 Operative parameters".
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M.M.Select the bone density (8); it is possible to set or modify the bone density value at any time during
the operation (? = unknown).

N.N.Tap DataData(4) to modify patientÕs data if necessary.
TheOperOperation dataation datapage screen is displayed.

See section "8.9.2 Operation data" for details.
OO.. Tap the Finish button (5) to end the operation.

A message box opens:Finish operFinish operationation .

PP.. Tap FinishFinish to conÿrm the end of operation or CancelCancelto continue operation.
TheOperOperation dataation datapage screen is displayed. Fill the necessary information in and tapSaSavvee .

See section "8.9.2 Operation data" for details.
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9.89.8 OperOperativative pare parameterameterss
The operative parameters disposition can slightly diýer whether it is displayed from a direct operation,
a planned operation or a procedure protocol. However, the procedures given in this chapter are valid for
all kinds of operations. All operation parameters can be temporarily changed during an operation, on
the OperOperativativee screen.

9.8.1 MX-i micromotor Speed & Torque
FIG. 19.
Maximum reachable speed (3) and torque (2) values are displayed when the MX-i micromotor is not
running. Real-time speed (3) and torque (2) values are displayed when the MX-i micromotor is running.

Note :Note :The max. reached torque value is represented by the green arrow (1).
Slide to adjust the maximum speed and torque values.

Or tap the icons to activate the keypad for ÿne adjustment.
FIG. 20.
Use keypad to precisely adjust the motor max. speed and torque values and tap CancelCancelor DoneDone to
validate.

9.8.2 MX-i micromotor rotation direction
FIG. 21.

Tap to select the rotation mode of the MX-i micromotor:
¥ FForworwarardd (clockwise)
¥ RReveverersese (counterclockwise)

Note :Note :The operative screen always displays the selected rotation direction.
In reverse mode (CCW), the symbol þashes and there is a sound alert (alternate medium beeps).
The operative screen always displays the selected handpiece ratio.
The handpiece ratio is red-colored for multiplication gears, blue-colored for direct-drive, and green-
colored for reduction gears.
The operative screen always displays the selected light intensity value.
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FIGFIG. 21. 21 FIGFIG. 22. 22 FIGFIG. 23. 23

9.8.3 Irrigation Level
FIG. 22.
Slide or tap the appropriate dot to set up the irrigation level. 6 levels of adjustment are possible:
irrigation OFF, 30ml/min, 60ml/min, 90ml/min, 120ml/min, 150ml/min.

9.8.4 Handpiece ratio
FIG. 23.
Tap and select to modify the handpiece ratio.

CAUTION
Verify that the handpiece corresponds to your selection.

Note :Note :The operative screen always displays the selected handpiece ratio.
The handpiece ratio is red-colored for multiplication gears, blue-colored for direct-drive, and green-
colored for reduction gears.

Data Recording is only possible with the contra-angle CA 20:1 designed by Bien-Air Dental SA.

9.8.5 Light intensity
FIG. 24.
Slide or tap the appropriate dot to set up the light intensity of the MX-i micromotor. 11 levels of
adjustment are possible:
light OFF, 10%, 20%, 30%, 40%, 50%, 60%, 70%, 80%, 90% and 100% of the max light intensity value.

Note :Note :The operative screen always displays the selected light intensity value.
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9.99.9 TTool visualization in cool visualization in cassetteassette
FIG. 25.

From the OperOperativativee screen, tap to visualize the position of the tool to be used for the current step in
the cassette.

The tool visualization page screen is displayed.

FIG. 26.
This page allows to locate the needed tool in the cassette:
(1)Complete / BasicComplete / Basicswitch

Note :Note : The BasicBasic tab allows to display simpliÿed tools identiÿcation table and cassette picture (not
available for all Straumannª implants).
(2) Current step tool to be used
(3) Tools identiÿcation table
(4) Cassette picture
(5)CloseClosebutton
AA.. Find the current step tool number (2) in the tools identiÿcation table (3). If necessary, swipe down or

up to access the tool in the tools identiÿcation table (3).

B.B.Locate the current step tool number in the cassette picture (4).

C.C.Tap CloseCloseto go back to theOperOperativativee page screen.
TheOperOperativativee page screen is displayed.
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9.109.10 AAdd, edit or rdd, edit or remoemovve implantse implants
9.10.6 Add implant
FIG. 27.

AA.. From the Implant type selectionImplant type selectionpopup window tap (2) to create a copy of a factory implant, or

tap (1) to create an implant named after an existing Implant Brand, with operation parameters
assigned by default.

Note :Note :User-deÿned implants are represented by . Default implants are represented by .

It is also possible to add a new brand by tapping in the Implant brImplant brand selectionand selectionpopup window.
TheDrilDrill prl protocolotocol page screen is displayed. If creating an implant as a copy of a factory implant or

named after an existing Implant Brand, go directly to step E.

FIG. 27.
B.B.Tap theImplant brImplant brandand button (1).

TheImplant brImplant brand selectionand selectionpopup window is displayed again.

FIG. 28.
C.C.Type the brand name in theBrBrand nameand nameÿeld (2).

It is also possible to automatically ÿll-in the BrBrand nameand nameÿeld by tapping on the icon of one of the existing
Implant Brands.
DD.. Tap DoneDone(1) to validate.

The app navigates back to theDrilDrill prl protocolotocolpage screen.
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FIG. 30.
E.E.When available, choose betweenGuidedGuided(implant) andNon-guidedNon-guided(9).

FF.. Fill in or modify theImplant typeImplant type(1) andDiameterDiameter(2) ÿelds.

GG.. Change theStep nameStep name(7) and the operative parameters (6) if necessary. See section "9.8 Operative
parameters".

H.H.Tap (5) to record step by default.

CAUTION
Recording steps is only possible with the contra-angle handpiece CA 20:1 L designed by Bien-Air Dental
SA.

I.I.Tap (8) to add steps or tap (3) to remove steps from the drill protocol. Change their position by
dragging and releasing them.

Note :Note :It is possible to add up to 12 steps for each drill protocol.

The implant placement step icon is marked with the symbol.
By default, when a new implant is created from scratch, only the implant placement step is present. This
step cannot be removed, its recording is active by default and cannot be deactivated.

J.J. Tap SaSavvee (4) to validate.
The new implant can be found in the Implant type selectionImplant type selectionpopup window, into its corresponding

brand. If a brand has been created, it is now present in the Implant brthe Implant brand selectionand selectionpopup window.

Note :Note :TheImplant brImplant brandand and Implant typeImplant typeÿelds must be ÿlled in before saving.
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9.10.7 Edit (user-deÿned) implant
FIG. 31.

AA.. From the Implant type selectionImplant type selectionpopup window, tap (1) on the user-deÿned implant to be
modiÿed.
TheDrilDrill prl protocolotocolpage screen is displayed.

B.B.Change the desired operative parameters.

See section "9.8 Operative parameters".
C.C.Tap SaSavvee to validate or CancelCancelto discard changes.

9.10.8 Remove (user-deÿned) implant
Swipe left to remove the desired user-deÿned implant:
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9.119.11 Bookmark or rBookmark or remoemovve bre brandsands
FIG. 32.
AA.. From the Implant brImplant brand selectionand selectionpopup window, long tap on a brand in theALLALLtab (1) to activate

the bookmark or remove brands function.

Note :Note :When displaying the Implant brand selection popup window for the ÿrst time, the favorite brands
tab (2) is selected. When no brand is bookmarked in the favorite brands tab (2), a tutorial explaining how
to bookmark brands is displayed.

The brands icons are greyed out when the bookmark or remove brand function is activated.

B.B.Tap (5) to bookmark a brand or tap (4) to remove a brand.

Note :Note :The brands present by default in the app (factory ones) cannot be removed.

C.C.Tap DoneDone(3) to validate or CancelCancel(6) to discard changes. Bookmarked brands are displayed in the
favorite brands tab (1).

To unbook mark brands, apply reverse procedure (possible on bothALLALLand favorite brands tab).

65



FIGFIG. 1. 1 FIGFIG. 2. 2 FIGFIG. 3. 3

10 Operation Ð Surgery mode
10.110.1 Enter surEnter surgery modegery mode
FIG. 1

AA.. Tap to enter the surgery mode.
TheSetupSetuppage screen is displayed.

The surgery mode allows to perform operations which do not include implants placement.

Note :Note : In the USA and Canada, the surgery mode is available only on the iChiropro Surgery unit (REF
1600883-001).

10.210.2 Setup scrSetup screen descriptioneen description
FIG. 2
TheSetupSetupscreen allows to plan an operation, start a planned operation or start a direct operation:
(1)SearSearchch ÿeld (to ÿnd speciÿc information in the planned operations list)
(2) Plan a new operation (see "10.3 Plan an operation")
(3) Back to the previous screen
(4)DirDirectect operation area
(5)PlannedPlannedoperations area

Note :Note :PatientsÕ names and operationÕs dates can be sorted by tapping on their respective columnsÕ titles
(6).
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10.310.3 Plan an operPlan an operationation
AA.. From the SetupSetupscreen, tap to add a new operation.

TheOperOperation setupation setuppage screen is displayed.

FIG. 3

B.B.Tap (6) to access the patients list.
The Patients list popup is displayed.

FIG. 4
C.C.Tap on the desired patient line to select the patient.

See section "8.8.1 Add or edit patient" if the desired patient is not present or to modify patientÕs data.
The following patient information ÿelds are automatically ÿlled in,FIG. 3:

¥ FirFirst and last namesst and last names* (7);
¥ Date of birthDate of birth(1);
¥ PPatient Numberatient Number(5).

DD.. Tap the following operation ÿelds to ÿll them in:

¥ OperOperation dateation date* (2);
¥ Bone densityBone density(from 1 to 4, or unknown) (3).

Note :Note :Fields marked with an asterisk must be ÿlled in before saving.

E.E.Tap (4) to choose the procedure.
ThePrProceduroceduree popup window is displayed.

FIG. 5

Note :Note :User-deÿned procedures are represented by . Default procedures are represented by .
FF.. Tap the desired procedure or tapCloseClose(1) to go back.

The app navigates back to theOperOperation setupation setuppage screen.

See "10.8.1 Add procedure" to create an user-deÿned procedure.
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FIGFIG. 4. 4 FIGFIG. 5. 5 FIGFIG. 6. 6

FIG. 6
GG.. In the jaw representation, tap the desired tooth emplacement to aýect the procedure to it.

The tooth is highlighted in blue (4).

H.H.Tap (5) to add other procedures to the operation, or tap (1) to remove procedures from the
operation.

Note :Note : It is possible to add up to 8 procedures per operation. Each procedure is numbered in the jaw
representation according to the operation order.
Long tap on procedure icons and move them to reorganize order.

I.I.Tap or slideNotesNotes(3) to write comments in relation to the operation.

Note :Note :Position of theNotesNotesis automatically saved.

J.J. Tap SaSavvee (2) to go back to theSetupSetuppage screen.
The operation appears on the planned operations list.

Note :Note : In case mandatory ÿelds are empty, saving is not possible until these ÿelds are ÿlled in. Empty
mandatory ÿelds blink on the screen
See section "10.5 Start or resume an operation" to launch a planned operation.
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10.410.4 RRemoemovve an opere an operationation
FIG. 7
AA.. From the SetupSetuppage screen, swipe left and tapDeleteDeleteto remove the desired operation:

A message box opens:Delete operDelete operationation .

B.B.Tap CancelCancelor DeleteDeleteto acknowledge.

10.510.5 Start or rStart or resume an operesume an operationation
FIG. 8
AA.. From the SetupSetuppage screen, in thePlannedPlannedoperations area, tap the operation that needs to be

started or tap an operation marked with the symbol to resume it and go directly to step C.
TheOperOperation setupation setuppage screen (start operation) or theOperOperativativee page screen (resume operation)

is displayed.

FIG. 9
B.B.Check if the operationÕs information is correct and tap (1) to access theOperOperativativee page screen.

Note :Note :Starting an operation is not possible if the procedure is not deÿned.

CAUTION
If the foot control is pressed before entering in operative mode, a warning message "Please release
pedal É" will be displayed. The MX-i micromotor will not start to run until the foot control is released and
pressed again.

CAUTION
If the sound volume is OFF before entering in operative mode, a warning message "Please switch ON
sound volume on your iPad and set it to an appropriate level according to the ambient noise level in your
practice room." will be displayed. The MX-i micromotor will not start to run until the sound volume is ON.
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FIGFIG. 10. 10

FIG. 10

CAUTION
When accessing theOperOperativativee page screen for the ÿrst time, a popup is displayed to introduce the
orange button behavior. Tap anywhere on the screen to close the popup or tapDonÕt shoDonÕt show me againw me again to
acknowledge:

C.C.Operate by pressing the foot control to adjust the MX-i micromotor speed. If needed, tap (1) to
record step.

Note :Note :Real-time speed and torque values are displayed when the MX-i micromotor is running.
When the power demand of the MX-i micromotor is excessive, the Operative screen displays the

overheating symbol . In this case the iChiropro unit lowers the torque automatically in order to avoid
overheating of the MX-i micromotor. To restore 100% torque, allow the motor to idle or stop for a few
seconds.
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DD.. Navigate through the operation steps by:

¥ Short pressing the foot controlÕs orange button or tapping the Navigation area (2) to go to the next
step;

¥ Tapping the desired step icon (3).

Note :Note :Refer to the corresponding handpiece IFU if a tool change is needed.
E.E.Adjust the operative parameters (6) if necessary.

See section "9.8 Operative parameters".
FF.. Select the bone density (7); it is possible to set or modify the bone density value at any time during

the operation.

GG.. Tap the teeth icons (8) or long press the foot controlÕs orange button to perform the operationÕs
other planned surgery procedures.

Note :Note :Refer to the corresponding handpiece IFU if a tool change is needed

H.H.Tap DataData(4) to modify patientÕs data if necessary.
TheOperOperation dataation datapage screen is displayed.

See section "8.9.2 Operation data" for details.
I.I. Tap the Finish button (5) to end the operation.

A message box opens:Finish operFinish operationation .

J.J. Tap FinishFinish to conÿrm the end of operation or CancelCancelto continue operation.
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10.610.6 Start a dirStart a direct operect operationation
The direct operation mode allows realizing an operation without any planning.
FIG. 11

AA.. From the SetupSetuppage screen, tap (2) in theDirDirectect operation area to select surgery prproceduroceduree .

The Procedure popup window is displayed.Note :Note :User-deÿned procedures are represented by .

Default procedures are represented by . Or tap (1) if the desired operation is already
displayed and go directly to step E.
TheOperOperativativee page screen is displayed.

FIG. 12
B.B.Tap the desired procedure or tapCloseClose(1) to go back.

The app navigates back to theSetupSetuppage screen.

See chapter "10.8.1 Add procedure" to create an user deÿned procedure.

C.C.Tap (1) to access theOperOperativativee page screen,FIG. 11.
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CAUTION
If the foot control is pressed before entering in operative mode, a warning message "Please release
pedal É" will be displayed. The MX-i micromotor will not start to run until the foot control is released and
pressed again.

CAUTION
If the sound volume is OFF before entering in operative mode, a warning message "Please switch ON
sound volume on your iPad and set it to an appropriate level according to the ambient noise level in your
practice room." will be displayed.
The MX-i micromotor will not start to run until the sound volume is ON.
FIG. 13

CAUTION
When accessing theOperOperativativee page screen for the ÿrst time, a popup is displayed to introduce the
orange button behavior. Tap anywhere on the screen to close the popup or tapDonÕt shoDonÕt show me againw me again to
acknowledge:

DD.. Operate by pressing the foot control to adjust the MX-i micromotor speed. If needed, tap (1) to
record step.

Note :Note :Real-time speed and torque values are displayed when the MX-i micromotor is running.
When the power demand of the MX-i micromotor is excessive, the Operative screen displays the

overheating symbol . In this case the iChiropro unit lowers the torque automatically in order to avoid
overheating of the MX-i micromotor. To restore 100% torque, allow the motor to idle or stop for a few
seconds.

E.E.Navigate through the operation steps by:

¥ Short pressing the foot controlÕs orange button or tapping the Navigation area (2) to go to the next
step;

¥ Tapping the desired step icon (3).

Note :Note :Refer to the corresponding handpiece IFU if a tool change is needed.
FF.. Adjust the operative parameters (6) if necessary.

See section "9.8 Operative parameters".
GG.. Select the bone density (7); it is possible to set or modify the bone density value at any time during

the operation.

H.H.Tap DataData(4) to modify patientÕs data if necessary.
TheOperOperation dataation datapage screen is displayed.

See section "8.9.2 Operation data" for details.
I.I. Tap theFinishFinish button (5) to end the operation.

A message box opens:Finish operFinish operationation .

J.J. Tap FinishFinish to conÿrm the end of operation or CancelCancelto continue the operation.
TheOperOperation dataation datapage screen is displayed. Fill the necessary information in and tapSaSavvee .

See section "8.9.2 Operation data" for details.
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10.710.7 OperOperativative pare parameterameterss
The operative parameters disposition can slightly diýer whether it is displayed from a direct operation,
a planned operation or a procedure protocol. However, the procedures given in this chapter are valid for
all kinds of operations. All operation parameters can be temporarily changed during an operation, on
the OperOperativativee screen.

10.7.1 MX-i micromotor Speed & Torque
FIG. 14
Maximum reachable speed (2) and torque (1) values are displayed when the MX-i micromotor is not
running. Real-time speed (2) and torque (1) values are displayed when the MX-i micromotor is running.
Slide to adjust the maximum speed and torque values. Or tap the icons to activate the keypad for ÿne
adjustment.
FIG. 15
use keypad to precisely adjust the motor max. speed and torque values and tap CancelCancelor DoneDone to
validate.

10.7.2 MX-i micromotor rotation direction
FIG. 16

Tap to select the rotation mode of the MX-i micromotor:
¥ FForworwarardd (clockwise)
¥ RReveverersese (counterclockwise)

Note :Note :The operative screen always displays the selected rotation direction.
In reverse mode (CCW), the symbol þashes and there is a sound alert (alternate medium beeps).
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10.7.3 Irrigation Level
FIG. 17
Slide or tap the appropriate dot to set up the irrigation level.
6 levels of adjustment are possible:
Irrigation OFF, 30ml/min, 60ml/min, 90ml/min, 120ml/min, 150ml/min.

10.7.4 Handpiece ratio
FIG. 18
Tap and select to modify the handpiece ratio.

WARNING
Verify that the handpiece corresponds to your selection.

Note :Note :The operative screen always displays the selected handpiece ratio.
The handpiece ratio is red-colored for multiplication gears, blue-colored for direct-drive, and green-
colored for reduction gears.

10.7.5 Light intensity
FIG. 19
Slide or tap the appropriate dot to set up the light intensity of the MX-i micromotor.
11 levels of adjustment are possible:
light OFF, 10%, 20%, 30%, 40%, 50%, 60%, 70%, 80%, 90% and 100% of the max light intensity value.

Note :Note :The operative screen always displays the selected light intensity value.
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10.810.8 AAdd, edit or rdd, edit or remoemovve pre prococeduredureses
10.8.6 Add procedure
FIG. 20

AA.. From the PrProceduroceduree popup window, tap (1) to create a procedure from scratch. Or tap (2) to
create a copy of a factory procedure.
ThePrProcedurocedure Pre Protocolotocolpage screen is displayed.

Note :Note :User-deÿned procedures are represented by . Default procedures are represented by .
FIG. 21
B.B.Fill in or modify thePrProcedurocedure namee nameÿeld (7).

C.C.Change theOptional step nameOptional step name(5) and the operative parameters (4) if necessary.

See section "10.7 Operative parameters".

DD.. Tap (3) to record step by default.

E.E.Tap (6) to add steps or tap (1) to remove steps from the procedure protocol. Change their
position by dragging and releasing them.

Note :Note :It is possible to add up to 12 steps for each procedure.

FF.. Tap SaSavvee (2) to validate.
The new procedure can be found in thePrProceduroceduree popup window.

Note :Note :The Procedure name ÿeld must be ÿlled in before saving.

10.8.7 Edit (user-deÿned) procedure
FIG. 22

AA.. From the PrProceduroceduree popup window, tap (1) on the user deÿned procedure to be modiÿed.
ThePrProcedurocedure pre protocolotocolpage screen is displayed.

B.B.Change the desired operative parameters.

See section "10.7 Operative parameters".
C.C.Tap SaSavvee to validate or CancelCancelto discard changes.
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FIGFIG. 23. 23

10.8.8 Remove (user-deÿned) procedure
FIG. 23
Swipe left to remove the user-deÿned procedure.
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11 List of errors & Troubleshooting
11.111.1 SafSafety alerts (operety alerts (operating)ating)
WWarningarning
descriptiondescription

MessageMessage Cause of wCause of warningarning AActionction

Foot
control to
be released Please release pedal

Foot control is pressed when
accessing operative page.
Foot control remains pressed
when acknowledging any
system notiÿcation. Motor is
jammed for more than 2
seconds.

Release foot control
and press it again.

Motor
torque
limitation
active

Motor drive limits delivered
torque to prevent motor
overheating.

Avoid extended use. Let
system cool down.

Low to high
speed
dril ling
transition

User switches from low
speed to high speed ( û 100
RPM) drilling during implant
procedure.

Conÿrm transition and
acknowledge message.

iPad
speaker
OFF

Please switch ON sound volume on your
iPad and set it to an appropriate level
according to the ambient noise level in
your practice room.

iPad speaker was switched
OFF, or sound volume was
disabled by user. It is
necessary to have iPad
speaker turned ON so that
system sound notiÿcations
and alarms may be heard
distinctly.

Turn iPad speaker ON
and set sound volume
to an appropriate level.

Non-
veriÿed iOS
version in
use

iOS version installed on the
iPad has not been veriÿed
according to Bien-Air
validation protocols.
Therefore it is NOT
recommended to use the
system with this
conÿguration.

Do NOT update iPad
with new iOS versions
unless Bien-Air
recommends to do so.
If the iPad has been
updated with a new iOS
version despite
everything, do not use
the system until Bien-
Air has veriÿed and
approved the new iOS
version.

User
Manual has
been
updated

User Manual has been updated, and may
be consulted in the Information page.

An update of the User Manual
is available on Bien-Air
website, and has been
automatically downloaded on
the iPad.

It is highly
recommended to
consult the updated
User Manual before
using the system.
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ErrErroror
descriptiondescription

MessageMessage Cause of errCause of erroror AActionction

ERROR 1: Loss of pedal connection

Foot control
connection
missing

Foot control is not connected!
Please check foot control
connection.

Foot control is not connected
correctly.

1. Check pedal
connection
2. If problem persists,
contact Bien-Air Dental
SA

ERROR 2: Peristaltic pump general error

Irrigation pump
general failure

Irrigation pump fault!
please contact Bien-Air Dental SA

Irrigation pump electrical failure.
Irrigation pump motor overheats

Contact Bien-Air Dental
SA.

ERROR 3: Loss motor connection

Motor
connection
missing

Motor is not connected! Please
check motor connection.

Loss of motor phase fault. Motor
is not properly connected.

1. Check motor
connection.
2. If problem persists,
contact Bien-Air Dental
SA.

ERROR 4: Motor cable fault

Motor cable
failure

Motor cable fault!
Please replace motor cable.

Motor control card failure. Motor
cable may be defect.

1. Replace motor cable
2. If problem persists,
contact Bien-Air Dental
SA.

ERROR 5: Motor control overheating

Motor drive
over
temperature

Overall system overheating!
Please wait until cool.

Overheating of motor control
card.

1. Wait for system
cooling
2. If problem persists
contact Bien-Air Dental
SA.

GEN ERROR [FailCode] : System electrical fault

System
electrical
failure

1. Switch OFF unit
2. Disconnect iPad device from
unit
3. Close application
4. Switch unit back ON
5. Reconnect iPad device to unit
6. Restart application
7. If problem persists, contact
Bien-Air Dental SA

[FailCode] = EC100: Motor drive
communication failure
[FailCode] = EC101 : Motor drive
under voltage failure
[FailCode]=EC102 : Motor drive
over voltage failure
[FailCode] = EC120: Motor drive
other failure

1. Switch OFF unit
2. Disconnect iPad
device from unit
3. Close iChiropro
application
4. Switch unit back ON
5. Reconnect iPad device
to unit
6. Restart iChiropro
application
7. If problem persists
contact Bien-Air Dental
SA.
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11.211.2 iOS ciOS compatibility errompatibility errorors (disclaimer scrs (disclaimer screen)een)

colorcolor
iOS viOS verersion (identiÿer digitsion (identiÿer digit
change)change)

TTeext vxt verersionsion
RRestrictionestriction
(r(reommendations)eommendations)

Green

¥ None.
¥ Currently installed iOS is
identical to iOS veriÿed during
app validation.

Currently installed iOS x.y.z text section is
displayed in green color. No restrictions

Orange

¥ Last digit is diýerent: iOS x.y.Z.
¥ Currently installed iOS was
updated for a minor change
compared to iOS veriÿed during
app validation.

Currently installed iOS x.y.z text section is
displayed in orange color. User must be aware
that the conÿguration he is using is slightly
diýerent from the recommended conÿguration.

¥ Conÿguration in
use is slightly
diýerent from
recommended
conÿguration.
¥ No restrictions

Red

¥ First and/or second digit are/
is diýerent: iOS X.y.z, or iOS
X.Y.z.
¥ Currently installed iOS was
updated for major or at least
signiÿcant changes compared
to iOS veriÿed during app
validation

Currently installed iOS x.y.z text section is
displayed in red color.

¥ Conÿguration in
use is signiÿcantly
diýerent from
recommended
conÿguration.

CAUTION
The current
conÿguration
should NOT be used!
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FIGFIG. 1. 1

12 Maintenance and servicing
CAUTION

Only use original Bien-Air Dental maintenance products and parts or those recommended by Bien-Air
Dental SA. Using other products or parts may cause operational failure and/or void the guarantee.

12.112.1 ServicingServicing

CAUTION
Never dismantle the device. For all servicing or repair operations, you are advised to contact your usual
supplier or Bien-Air Dental SA directly.
Service periodService period
The device was tested by simulating 10,000 clinical procedures (corresponding to a service period of 6
to 10 years). If the actual use of the device exceeds the tested service period, preventive maintenance of
the device is recommended.

12.212.2 CleaningCleaning

CAUTION
¥ Do not immerse in disinfectant solution.
¥ Not designed for an ultrasonic bath.

WARNING
¥ Use a new sterile irrigation line for each patient.
¥ Use a new sterile protective sheet for each patient.

Clean the unit including the bracket and the foot control by gently rubbing it with a clean cloth soaked in
a suitable product (i.e. Bien-Air Dental Spraynet or isopropyl alcohol for about 15 sec.)
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FIGFIG. 1. 1 FIGFIG. 2. 2

12.312.3 RReplaceplacement of fusesement of fuses
AA.. Switch oý the iChiropro unit "O".

B.B.Remove the iPad from the adapter.

CAUTION
The power cable must be disconnected at least 10 seconds before opening the fusebox.

C.C.Remove the fuse box (1) with a þat screwdriver FIG. 2.

DD.. Replace the fuses (2) by the new ones and put the fuse box back (1) in placeFIG. 3.

CAUTION
Only use fuses T4.0AH 250 VAC REF 1307312-010.

12.412.4 iPiPad adapter changead adapter change
AA.. Switch oý the iChiropro unit "O".

B.B.Remove the iPad from the adapter.

C.C.Remove the bracket support and unplug all the cables on the iChiropro unit.

DD.. Open the peristaltic pump lid and uninstall the peristaltic cassette in it.

E.E.Tilt the iChiropro unit to approximately 45¡ and remove both screws (2).FIGFIG.. 11

FF.. Remove the iPad support (s1) and install the needed one, paying attention not to force it to avoid
damaging the connector.
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12.512.5 PPackackaging and Storaging and Storageage
StorStorage conditionsage conditions

Temperature range:
[0¡C; +40¡C]
[+32¡F; +104¡F]

Relative humidity range: [10%; 80%]

Atmospheric pressure limitation:
[650 hPa; 1060 hPa]
[490 mmHg; 795 mmHg]

Keep away from rain
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13 Transport & disposal
13.113.1 TTrransportansport
TTrransportansport

Temperature range:
[-20¡C; +50¡C]
[-4¡F; +122¡F]

Relative humidity range: [5%; 80%]

Atmospheric pressure limitation:
[650 hPa; 1060 hPa]
[490 mmHg; 795 mmHg]

Keep away from rain

13.213.2 DisposalDisposal

The disposal and/or recycling of materials must be performed in accordance with the legislation in
force.

This device must be recycled. Electrical and electronic equipment may contain dangerous substances
which constitute health and environmental hazards. The user must return the device to its dealer or
establish direct contact with an approved body for treatment and recovery of this type of equipment
(European Directive 2012/19/ EU).
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14 General information
The device must be used by qualiÿed professionals in compliance with the current legal provisions
concerning occupational safety, health and accident prevention measures, and these instructions for
use. In accordance with such requirements, the operators:
¥ must only use devices that are in perfect working order; in the event of irregular functioning, excessive
vibration, abnormal heating or other signs that may indicate malfunction of the device, the work must
be stopped immediately; in this case, contact a repair center that is approved by Bien-Air Dental SA;
¥ must ensure that the device is used only for the purpose for which it is intended, must protect
themselves, their patients and third parties from any danger.

14.114.1 Limitation of liabilityLimitation of liability
CACAUTIONUTION

Bien-Air Dental SA shall not be held liable for any non-compliant use of the iPad. The conditions for and
restrictions on use set by Apple must be respected (jailbreak, hardware modiÿcation, etc). To ensure
the appropriate working of the whole device, make sure to use your iChiropro application only with iOS
version validated by Bien-Air Dental SA.

14.214.2 TTrrademarkademarkss
iPad Air¨, iPad Pro¨ and iPad¨ are registered trademarks of Apple Inc.

14.314.3 TTerms of guarerms of guaranteeantee
Bien-Air Dental SA grants the user a guarantee covering all functional defect, or material or
manufacturing faults.The device is covered by this guarantee from the date of invoicing for:

¥ 12 months for the motor cable;
¥ 24 months for the iChiropro unit and CA 20:1 L Micro-Series;
¥ 36 months for the MX-i LED micromotor.

In the event of a justiÿed claim, Bien-Air Dental SA or its authorized representative will repair or replace
the product free of charge.
All other claims of any kind whatsoever, particularly claims for damages, are excluded.
Bien-Air Dental SA shall not be held responsible for damage or injury and the consequences thereof,
resulting from:

¥ excessive wear and tear
¥ improper use
¥ non-observance of the instructions for installation, operation and maintenance
¥ unusual chemical, electrical or electrolytic inþuences
¥ poor connections, whether of the air, water or electricity supply.

CAUTION
The guarantee shall become null and void if the damage and its consequences are due to improper
manipulation of the product, or modiÿcations to the product carried out by persons not authorized by
Bien-Air Dental SA.
Claims under the terms of the guarantee will be considered only on presentation, together with the
product, of the invoice or the consignment note, on which the date of purchase, the product reference
and the serial no. should be clearly indicated.
Please refer to the General Terms and Conditions of Sale onwww.bienair.com.
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14.414.4 RRefefererencenceses
Device REFDevice REF LEGENDLEGEND

1600784-001 Console iCHIROPRO

AAccessories REFccessories REF LEGENDLEGEND

1600755-001 Electric micromotor MX-i LED.

1600881-001 MX LED cable 3 meters length.

1600606-001 MX LED cable

1303393-001 Potency for attaching physiological þuid bag

1600631-001 Foot control pedal

1601192-001 Wireless foot control + Dongle

1501746-002 Sterile protect ÿlm

1501738-010 Irrigation line 3.5m

1500984-010 Irrigation line

1501621-010 Irrigation sys KM 20:1L

1307312-010 Pack of 10 fuses ¿5x20 T4.0AH 250 VAC high breaking capacity.

1501317-100 Bur Guards HP1:2 (100 PCES)

1501635-001 Irrigation line KM (10/pkg)

1301575-001 Handpiece/ support holder

1308761-001 iPad 10 adapter

1308964-001 iPad Air 5 adapter

1501635-001 Irrigation line KM (10/pkg)
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